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articolo  
item

descrizione
description

misura 
size

H L Peso gr
Weight gr 

449110 004 Filtro Y brass 1/2” 40 58

449110 006 Filtro Y brass 3/4” 50 70

449110 008 Filtro Y brass 1” 60 87

449110 010 Filtro Y brass 1”1/4 68 96

449110 011 Filtro Y brass 1”1/2 75 106

449110 012 Filtro Y brass 2” 90 126

449110 013 Filtro Y brass 2”1/2 100 145

449110 014 Filtro Y brass 3” 118 165

449110 016 Filtro Y bronze 4” 170 215

  Filtro a Y in ottone con cartuccia in acciaio inox. Struttura completamente in ottone, permette
l’utilizzo a monte del riduttore di pressione. 
Possono essere installati in qualunque posizione.

Metallo principale: Lega ottone CW617N
Pressione massima: 20 bar / 290 psi   -  misure da 1/2” a 2”

16 bar / 230 psi   -  misure da 2”1/2 a 4”
Temperatura massima di esercizio:  100° C
Grado di filtrazione: 400 micron  - misure da 1/2” a 1”

500 micron  - misure da 1”1/4 a 2”
600 micron  - misure da 2”1/2 a 4”

Attacchi: FF ISO 228

  Brass Y strainer with stainless steel wide cartridge. Completely manufactured in brass, it
allows the use upstream of the pressure reducing valves.
Easy installation in any position.

Main alloy: Brass alloy CW617N

Maximum inlet pressure: 20 bar / 290 psi   -  sizes from 1/2” to 2”

16 bar / 230 psi   -  sizes from 2”1/2 to 4”
Maximum working temperature:  100° C
Filter mesh: 400 micron  - sizes from 1/2” to 1”

500 micron  - sizes from 1”1/4 to 2”

600 micron  - sizes from 2”1/2 to 4”
Threadings:   FF ISO 228

  Filtro tipo Y de latón con tamiz de acero inoxidable. Estructura completamente de latón, que 
permite el uso de aguas arriba del reductor de presión.
Fácil instalación y uso, se puede instalar en ninguna posición.

Cuerpo: Latón CW617N
Maxima presión entrada: 20 bar / 290 psi   -  tamaños de 1/2“ a 2”

16 bar / 230 psi   -  tamaños de 2”1/2 a 4”
Temperatura máxima:  100° C
Malla de filtro: 400 micron   -   tamaños de 1/2“ a 2”

500 micron   -   tamaños de 1“ a 2”
600 micron   -   tamaños de 2”1/2 a 4”

Rosca:    H-H ISO 228
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